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The U050 Lightway is part of a configurable system of linear 
LED luminaires providing flexible solutions for malls, corridors,  
airports, receptions, kitchen, etc. 

 

 

The light source of this luminaire shall only be replaced by the manufacturer or his service
agent or a similar qualifed person

Non Hazardous material contained in the luminaire 

Podut type :  Surface mounted indoor fixture

Environment:  Indoor
Body Material :  Extruded Aluminum

Classification: Class 1

Light source : Mid power LED

Operation temperature: -10°C / 50°C
Switching cycle before failure: > 30 000 cycles

IP20

*at Ta : 25° 

Item Model number
Rated Voltage

(V)

Rated 
frequency

(Hz)

Rated Power
(W)

cos ( φ ) 
Rated �ux
(Lumen) 

LxWxH
(mm)

1 U050PD800 220V~ 50/60 19 ≥ 0.9 1425 794x51x72
2 U050PD900 220V~ 50/60 22 ≥ 0.9 1650 892x51x72
3 U050PD1000 220V~ 50/60 24 ≥ 0.9 1800 990x51x72
4 U050PD1100 220V~ 50/60 26 ≥ 0.9 1950 1088x51x72
5 U050PD1200 220V~ 50/60 28 ≥ 0.9 2100 1186x51x72
6 U050PD1300 220V~ 50/60 31 ≥ 0.9 2325 1284x51x72
7 U050PD1400 220V~ 50/60 33 ≥ 0.9 2498 1382x51x72
8 U050PD1500 220V~ 50/60 36 ≥ 0.9 2700 1480x51x72
9 U050PD1600 220V~ 50/60 38 ≥ 0.9 2850 1578x51x72

10 U050PD1700 220V~ 50/60 40 ≥ 0.9 3000 1676x51x72
11 U050PD1800 220V~ 50/60 42 ≥ 0.9 3150 1766x51x72
12 U050PD1900 220V~ 50/60 44 ≥ 0.9 3300 1874x51x72
13 U050PD2000 220V~ 50/60 46 ≥ 0.9 3450 1972x51x72
14 U050PD2100 220V~ 50/60 49 ≥ 0.9 3675 2070x51x72
15 U050PD2200 220V~ 50/60 53 ≥ 0.9 3975 2168x51x72
16 U050PD2300 220V~ 50/60 54 ≥ 0.9 4050 2266x51x72
17 U050PD2400 220V~ 50/60 57 ≥ 0.9 4275 2364x51x72
18 U050PD2500 220V~ 50/60 59 ≥ 0.9 4425 2462x51x72
19 U050PD2600 220V~ 50/60 62 ≥ 0.9 4650 2560x51x72
20 U050PD2700 220V~ 50/60 64 ≥ 0.9 4800 2658x51x72
21 U050PD2800 220V~ 50/60 67 ≥ 0.9 4997 2756x51x72
22 U050PD2900 220V~ 50/60 69 ≥ 0.9 5198 2854x51x72
23 U050PD3000 220V~ 50/60 72 ≥ 0.9 5400 2952x51x72

Dimming : Non-dimmable
Lamp type: Non directional 

Color temperature (CCT) : 4000K
Ra: ≥80

Efficacy: ≥75 lumen/Watt

Color consistency: 3 SDCM
Warm up time Instant full light
Life time: 50 000h
Lumen maintenance factor : 0.5  (50 000h , L70)


