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THE SAFETY OF THIS FIXTURE IS GUARANTEED ONLY IF YOU COMPLY WITH THESE INSTRUCTIONS
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P/Number Input Power | LxWxH (mm) | CCT |CRI| Class |IP
1 |UO7FL3.6H30C40 220-240V~ 50/60 Hz 4 W ([315x44x64 2700K (80+| Class| |40
2 |UO7FL14.4H120C40 220-240V~ 50/60 Hz 13 W ([1197x44x64 |2700K|80+| Class| |40
3 |JUO7FL7.2H30C40 220-240V~ 50/60 Hz 7W |315x44x64 2700K (80+| Class| |40
4 |[UO7FL28.8H120C40 220-240V~ 50/60 Hz 27 W |1197x44x64 | 2700K|80+| Class| |40
5 |UO7FL3.6H30C54 220-240V~ 50/60 Hz 4 W ([315x44x64 2700K (80+| Class| |54
6 |UO7FL14.4H120C54 220-240V~ 50/60 Hz 13 W [1197x44x64 |2700K|80+| Class| |54
7 |UO7FLO7H30RBIP 220-240V~ 50/60 Hz 7W |315x44x64 2700K (80+| Class| |54
8 |[UO7FL28.8H120RBIP 220-240V~ 50/60 Hz 27 W [1197x44x64 |2700K|80+| Class| |54
Manufacturer: Debbas Industries S.A.L. : lall
Address : Dekwaneh- Mkalles Main Road- Debbas Bldg. PO Box 0125 - Beirut - Lebanon 1Ol siall
A WARNING - s
1. Turn off electrical power before starting installation of light fixture. Sela¥) Gl heat i 8 el J 33l oSl A8l adasy o8 .
2. The feeding voltage should not exceed the specified fixture voltage. el agal) L3l sea ket Vi any
3. This product must be installed by an eligible electrician. 850 Al yeS JB e el 1 Gt ay
4. Unauthorized repairs or modifications will void warranty. Ohaal) Jhasi Ly 7 el e @Bl f cladlay)
5. This luminaire is class 1, it must be earthed in a reliable way. A8 g A8yl Bia e (05S0 0f amgy ¢ 1 A 30
6. Rated maximum ambient temperature 50°C. oo s dayn 50 Aassdl) 550 jal) da ol iVl 2l |
7.The light source of this luminaire is not replaceable; e allE e 3 )UYW 13 (e e gaall Huaa .
when the light source reaches its end of life the whole luminaire Lelasl s Y a5 Jlagind 2 ¢ ailed ) e gall Haae Jeay Laie

shall be replaced
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For indoor use only - ki lalall alaaiud
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THE SAFETY OF THIS FIXTURE IS GUARANTEED ONLY IF YOU COMPLY WITH THESE INSTRUCTIONS
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Turn off mains electricity before handling the fixture. Place the fitting on a flat surface.
daloie dalie e geiiall Capdily 8
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Cable Color Code: Qs a0

Brown — Phase sh o R

Blue — Neutral s — GBI

Yelow/Green — Earth 2ol el /il
Connect the feeding power cable to the fitting using Turn ON mains electricity when the installation
the Cable Coupler. A3l &8s JS Jua g o8 Is complete.

i) JLWES e (_,,_qh)éﬂl Dbl Qe a8

Terminal box not included. Installation may require advice from a qualified person.

The terminal box must comply with IEC/EN 60998-1, IEC/EN 60998-2-1 or IEC/EN 60998-2-2,

which rated voltage, must be more than 450VAC, rated connecting capacity is 0.75-4mm?2,

The ends of wire must be clamped by crimp terminal to prevent the stranded conductor escapes from a terminal.

This marking indicates that this product should not be disposed with other household wastes
throughout the EU. To prevent possible harm to the environments or human health from
uncontrollable waste disposal, recycle it responsinbly to promote the sustainable reuse of material
resources. To return your used device, please use the return and collection systems or contact the

retailer where the product was purchased. They can take this product for environmental safe
] recycling.
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