








PRODUCT SELECTION
RAY - WASHER

FAMILY

ENVIRONMENT

MOUNTING

IP RATING

LAYOUT

LENGTH

EMERGENCY

APPLICATION

BEAM ANGLE

BODY FINISH

Z3R  |  Zinc Ray

O  |  Outdoor

SM  |  Surface Mounted

66  |  66

I  |  I Shape

30   |  30cm 
60   |  60cm
90   |  90cm 

N  |  Not Available

WO  |  Washer, Full Cut-Off

XX  |  Not Available

BS   |  Black Smooth
WS    |  White Smooth 
GS   |  Gray Smooth

Z3R   O   SM   WO XX   _____   _    66    __    N   I    __
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LED INSERTS & POWER

Initial LumenLED Load

(High-Power LED - CRI 90+)

927M1  	  28 W/m	  2250 lm/m
927M2 	  40 W/m	  3000 lm/m
927M3	  56 W/m	  4100 lm/m

930M1 	  28 W/m	  2300 lm/m
930M2 	  40 W/m	  3150 lm/m
930M3 	  56 W/m	  4100 lm/m

940M1 	  28 W/m	  2450 lm/m
940M2 	  40 W/m	  3400 lm/m
940M3 	  56 W/m	  4400 lm/m

9TWD1 	  14 W/m	  2400 lm/m
9TWD2 	  20 W/m	  3200 lm/m
9TWD3 	  28 W/m	  4300 lm/m

9WDD1       14 W/m	  2300 lm/m
9WDD2       20 W/m	  3150 lm/m
9WDD3       28 W/m	  4100 lm/m

2700°K

3000°K

4000°K

Tunable
White

Warm
Dimming

CONTROL
C   |  Built-in driver, non dimmable
D   |  Built-in driver, DALI
E   |  Built-in driver, 1-10V
J    |  Remote driver, non dimmable 
 

K   |  Remote driver, DALI
L   |  Remote driver, 1-10V 
M   |  Remote driver, phase dim

BUILD YOUR CODE
(Fill in the blanks with the relevant code colored in red)



PRODUCT SELECTION
BOLLARD - WASHER

FAMILY

ENVIRONMENT

MOUNTING

IP RATING

LAYOUT

HEIGHT 

EMERGENCY

APPLICATION

BEAM ANGLE

BODY FINISH

Z3B  |  Zinc Bollard

O  |  Outdoor

SM  |  Surface Mounted

66  |  66

I  |  I Shape

60   |  60cm
75   |  75cm
90   |  90cm 

N  |  Not Available

WO  |  Washer, Full Cut-Off

XX  |  Not Available

BS   |  Black Smooth
WS    |  White Smooth 
GS   |  Gray Smooth

Z3B   O   SM   WO XX   _____   _    66    __    N   I    __
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CONTROL

LED INSERTS & POWER

Initial LumenLED Load

(High-Power LED - CRI 90+)

927M1  	 2 W	 165 lm
927M2 	 3 W 	 220 lm
927M3	 4 W  	 300 lm

930M1 	 2W 	 170 lm
930M2 	 3 W 	 230 lm
930M3 	 4 W 	 300 lm

940M1 	 2 W  	 180 lm
940M2 	 3 W 	 250 lm
940M3 	 4 W 	 325 lm

9TWD1 	 1 W	 175 lm
9TWD2 	 1.5 W	 235 lm
9TWD3 	 2 W	 315 lm

9WDD1 	 1 W	 170 lm
9WDD2      1.5 W	 230 lm
9WDD3       2 W	 300 lm

2700°K

3000°K

4000°K

Tunable
White

Warm
Dimming

BUILD YOUR CODE
(Fill in the blanks with the relevant code colored in red)

C   |  Built-in driver, non dimmable
D   |  Built-in driver, DALI
E   |  Built-in driver, 1-10V
J    |  Remote driver, non dimmable 
 

K   |  Remote driver, DALI
L   |  Remote driver, 1-10V 
M   |  Remote driver, phase dim








