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Non Hazardous material contained in the luminaire 

Podut type :  Surface mounted indoor fixture

Environment:  Indoor
Body Material :  Extruded Aluminum

Rated Voltage: 220-240V~
Rated freuncy: 50/60Hz
Classification: Class 1

Light source : Mid power LED

Operation temperature: -10°C / 50°C
Switching cycle before failure: > 15 000 cycles

Dimming : Phase Dimmable
Lamp type: Non directional 

Color temperature (CCT) : 2700K
Ra: ≥80
Color consistency: 3 SDCM
Warm up time Instant full light
Life time: 50 000h
Lumen maintenance factor : 0.5  (50 000h , L70)

The light source of this luminaire is not replaceable. 
when the light source reaches its end of life the whole luminaire shall be replaced

P/N Nominal Voltage
Rated 

frequency
Power Pf Flux Efficiency LxWxH (mm) IP

1 U07FL3.6H30C40 220-240V~ 50/60 Hz 4 W 0.5 320 lm 80 Lm/W 315x44x64 40

2 U07FL14.4H120C40 220-240V~ 50/60 Hz 13 W 0.7 1365 lm 105 Lm/W 1197x44x64 40

3 U07FL7.2H30C40 220-240V~ 50/60 Hz 7 W 0.7 560 lm 80 Lm/W 315x44x64 40

4 U07FL28.8H120C40 220-240V~ 50/60 Hz 27 W 0.9 2430 lm 90 Lm/W 1197x44x64 40

5 U07FL3.6H30C54 220-240V~ 50/60 Hz 4 W 0.5 320 lm 80 Lm/W 315x44x64 54

6 U07FL14.4H120C54 220-240V~ 50/60 Hz 13 W 0.7 1365 lm 105 Lm/W 1197x44x64 54

7 U07FL07H30RBIP 220-240V~ 50/60 Hz 7 W 0.7 560 lm 80 Lm/W 315x44x64 54

8 U07FL28.8H120RBIP 220-240V~ 50/60 Hz 27 W 0.9 2430 lm 90 Lm/W 1197x44x64 54

OKNO

For indoor use only


