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THE SAFETY OF THIS FIXTURE IS GUARANTEED ONLY IF YOU COMPLY WITH THESE INSTRUCTIONS
 یتم ضمان سلامة ھذا المنتج فقط إذا تم الالتزام بھذه التعلیمات                                                                                                                  

OKNO

For indoor use only - للاستخدام الداخلي فقط

 

 

         WARNING - تحذیر

1. Turn off electrical power before starting installation of light fixture.
                                                                                                           
2. The feeding voltage should not exceed the specified fixture voltage. 

3. This product must be installed by an eligible electrician. 

4. Unauthorized repairs or modifications will void warranty.

5. This luminaire is class 1, it must be earthed in a reliable way.

6. Rated maximum ambient temperature 50°C. 

7. The light source of this luminaire is not replaceable;
when the light source reaches its end of life the whole luminaire
shall be replaced 

 

الحد الأقصى لدرجة الحرارة المحیطة 50 درجة سیلزیوس.

إنارة فئة 1 ، یجب أن تكون مؤرضة بطریقة موثوقة.

الإصلاحات أو التعدیلات غیر المصرح بھا تبطل الضمان.

یجب تثبیت ھذا المنتج من قبل كھربائي مؤھل.

یجب ألا یتجاوز جھد التغذیة الجھد المحدد.

قم بقطع الطاقة الكھربائیة قبل البدء في تثبیت تجھیزات الإضاءة.  .1
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Manufacturer : Debbas Industries S.A.L. 

Address : Dekwaneh- Mkalles Main Road- Debbas Bldg. PO Box 0125 - Beirut - Lebanon العنوان: 
الصانع  :

P/Number Input Power LxWxH (mm) CCT CRI Class IP
1 U07FL3.6H30C40 220-240V~ 50/60 Hz 4 W 315x44x64 2700K 80+ Class I 40
2 U07FL14.4H120C40 220-240V~ 50/60 Hz 13 W 1197x44x64 2700K 80+ Class I 40
3 U07FL7.2H30C40 220-240V~ 50/60 Hz 7 W 315x44x64 2700K 80+ Class I 40
4 U07FL28.8H120C40 220-240V~ 50/60 Hz 27 W 1197x44x64 2700K 80+ Class I 40
5 U07FL3.6H30C54 220-240V~ 50/60 Hz 4 W 315x44x64 2700K 80+ Class I 54
6 U07FL14.4H120C54 220-240V~ 50/60 Hz 13 W 1197x44x64 2700K 80+ Class I 54
7 U07FL07H30RBIP 220-240V~ 50/60 Hz 7 W 315x44x64 2700K 80+ Class I 54
8 U07FL28.8H120RBIP 220-240V~ 50/60 Hz 27 W 1197x44x64 2700K 80+ Class I 54

مصدر الضوء من ھذا الإنارة غیر قابلة للاستبدال.
عندما یصل مصدر الضوء إلى نھایتھ ، یتم استبدال وحدة الإنارة بأكملھا.
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This marking indicates that this product should not be disposed with other household wastes 
throughout the EU. To prevent possible harm to the environments or human health from 
uncontrollable waste disposal, recycle it responsinbly to promote the sustainable reuse of material 
resources. To return your used device, please use the return and collection systems or contact the 
retailer where the product was purchased. They can take this product for environmental safe 
recycling.

1

Turn off mains electricity before handling the fixture.

2

Place the fitting on a flat surface.
قم بتثبیت المنتج على مساحة مسطحة

4

Turn ON mains electricity when the installation 
is complete.
قم بتشغیل التیار الكھربائي عند اكتمال التثبیت.                      

3

Connect the feeding power cable to the fitting using 
the  Cable Coupler. 
            

قم بتوصیل كبل طاقة التغذیة.

Cable Color Code:  
Brown → Phase  
Blue → Neutral 
Yelow/Green → Earth

→ طور

→ محایدة

→ أرضي

 رمز اللون
بني

أزرق
أصفر/ أخضر

Terminal box not included. Installation may require advice from a quali�ed person. 
The terminal box must comply with IEC/EN 60998-1, IEC/EN 60998-2-1 or IEC/EN 60998-2-2, 
which rated voltage, must be more than 450VAC, rated connecting capacity is 0.75-4mm2,
The ends of wire must be clamped by crimp terminal to prevent the stranded conductor escapes from a terminal.


